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Typical Horizontal Fixing Detall

Cavity battens or top hats at nominal cenires up to G00mm

Hostzontal baians

Maximum
spacing at 300mm
Horizontal Cladding Layout
Page: 1 Typical Horizonal Fixing Detail This information is generic in nature &
supplied for guidance purposes only. Top Hat
Ph: 1300 881 712 dimensions are nominal. Dimensions,
E: info@hvgfacades.com.au spacing, spans & stiffener requirements will

need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Wall Underay

Top Hat on Batten

Universal Fixing Bracket — —_—

Impervious bamier —

Zintk@

When starting with a ripped
board, substitute Base Channel

StarterStip —

50mm Minimum

Top Hats or Battens extend
below bottorn plate to support
starter sfrip.

I .'I'I ] -
(L I 15mm drip edge

Cavity closure

Horizontal Cladding Wall Starter

Page: 2 Typical Horizonal Fixing Detail

Ph: 1300 881 712
E: info@hvgfacades.com.au

This information is generic in nature &
supplied for guidance purposes only. Top Hat
dimensions are nominal. Dimensions,
spacing, spans & stiffener requirements will
need to be confirmed by a suitably qualified
professional to suit the specific application.



H V.G

facades

ZINTILC

Typical Horizontal Fixing Detall

Female/Male Comer

Impervicus Barrier

Zintlg

Wall Underday

Horizontal Cladding - External Corner
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Typical Horizonal Fixing Detail

Ph: 1300 881 712
E: info@hvgfacades.com.au

This information is generic in nature &
supplied for guidance purposes only. Top Hat
dimensions are nominal. Dimensions,
spacing, spans & stiffener requirements will
need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Impervious Barrier

- I Zintle

F
i

Female | Male Comer

Top Hat or Batten

Wall Underay

Horizontal Cladding Internal Corner

Page: 4 Typical Horizonal Fixing Detail This information is generic in nature &
supplied for guidance purposes only. Top Hat

Ph: 1300 881 712 dimensions are nominal. Dimensions,

E: info@hvgfacades.com.au spacing, spans & stiffener requirements will

need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Base Channel / Jointer Cap ——,

Closed-cell foam tape \ AN
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Impervious Barrier .,

Wall Underlay

XL F X X K

Horizontal Cladding Vertical Joint
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Ph: 1300 881 712

E: info@hvgfacades.com.au

Typical Horizonal Fixing Detail

This information is generic in nature &
supplied for guidance purposes only. Top Hat
dimensions are nominal. Dimensions,
spacing, spans & stiffener requirements will
need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Jamb Flashing Base —

Jamb Flashing Cap Y

Impervious Barrier

Top Hat or Batten S— S

|: e
|
Wall Underiay fﬂl
i
Horizontal Cladding — Sill Detail
Page: 6 Typical Horizonal Fixing Detail This information is generic in nature &
supplied for guidance purposes only. Top Hat
Ph: 1300 881 712 dimensions are nominal. Dimensions,
E: info@hvgfacades.com.au spacing, spans & stiffener requirements will

need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Jamb Flashing Cap

Jamb Flashing Base

Wall Underday —

Impervious Barrier

Horizontal Cladding - Window Jamb

Page: 7 Typical Horizonal Fixing Detail

Ph: 1300 881 712
E: info@hvgfacades.com.au

This information is generic in nature &
supplied for guidance purposes only. Top Hat
dimensions are nominal. Dimensions,
spacing, spans & stiffener requirements will
need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Impervious Bamier

Wall Underday
Top Hat or Batten
Starter Strip “
Cavity Closure
—

Horizontal Cladding - Window Head Detail
Page: 8 Typical Horizonal Fixing Detail This information is generic in nature &
supplied for guidance purposes only. Top Hat
Ph: 1300 881 712 dimensions are nominal. Dimensions,
E: info@hvgfacades.com.au spacing, spans & stiffener requirements will

need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Meterbox
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Wall Underay _[=ﬂ ]

Horizontal Cladding - Meter Box Sill Detail

Page: 9 Typical Horizonal Fixing Detail

Ph: 1300 881 712
E: info@hvgfacades.com.au

This information is generic in nature &
supplied for guidance purposes only. Top Hat
dimensions are nominal. Dimensions,
spacing, spans & stiffener requirements will
need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

— Meterbox
Jamb Flashing Cap — £
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Closed-cell foam tape . “
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Impervious Barrier ™ .
) Wall Underlay
Jamb Flashing Base

Horizontal Cladding - Meter Box Jamb Detail

Page: 10 Typical Horizonal Fixing Detail This information is generic in nature &
supplied for guidance purposes only. Top Hat

Ph: 1300 881 712 dimensions are nominal. Dimensions,

E: info@hvgfacades.com.au spacing, spans & stiffener requirements will

need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

1

. X — Wall Underay
Impenvious Bamier

Cavity Closer
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Horizontal Cladding Meter Box Head Detail

Page: 11 Typical Horizonal Fixing Detail This information is generic in nature &
supplied for guidance purposes only. Top Hat

Ph: 1300 881 712 dimensions are nominal. Dimensions,

E: info@hvgfacades.com.au spacing, spans & stiffener requirements will

need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Starter Strip
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! - Wall Underlay
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Cavity Closure — . L
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Inter-Storey Flashing 7
=l Top Hat or Batten
Impervious Barrier ~
.

Horizontal Cladding Inter-Storey Joint

Page: 12 Typical Horizonal Fixing Detail This information is generic in nature &
supplied for guidance purposes only. Top Hat

Ph: 1300 881 712 dimensions are nominal. Dimensions,

E: info@hvgfacades.com.au spacing, spans & stiffener requirements will

need to be confirmed by a suitably qualified
professional to suit the specific application.
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Typical Horizontal Fixing Detall

Treated timber Underlay

packer to form slope

Metal Flashing

)

|
Jj) Impervious Barrier |

--—3p——  Top Hat or Batten ———

= Wall Underlay -—

Horizontal Cladding - Parapet Flashing

Page: 13 Typical Horizonal Fixing Detail This information is generic in nature &
supplied for guidance purposes only. Top Hat

Ph: 1300 881 712 dimensions are nominal. Dimensions,

E: info@hvgfacades.com.au spacing, spans & stiffener requirements will

need to be confirmed by a suitably qualified
professional to suit the specific application.



H V.G
facades

ZINTILC

Typical Horizontal Fixing Detall

Wall Underlay

Roof underlay
continued up behind
flashing

Selected roofing
with stop-end

Edge of flashing dressed down or notched
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Mini

~— Impenvious Bamier

Starter Strip

Cavity Closure

35mm minimurm
clear gap

Horizontal Cladding Roof / Wall Junction
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Ph: 1300 881 712

Typical Horizonal Fixing Detail

E: info@hvgfacades.com.au

This information is generic in nature &
supplied for guidance purposes only. Top Hat
dimensions are nominal. Dimensions,
spacing, spans & stiffener requirements will
need to be confirmed by a suitably qualified
professional to suit the specific application.



